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concentrations were 55, 68, 73, 92, 120, and 155
pg/m3. Applying the weighting factors specified in
Equation 6, the quarterly mean is:
Xq = (UT7)x [(1/3)*(202+242+180)
+155+68+73+92+120+155=110.1

b. Although 24-hour measurements are rounded
to the nearest 10 pg/m3 for determinations of
exceedances of the 24-hour standard, note that
these values are rounded to the nearest 1 pg/ms for
the calculation of means.

6. Appendix L is added to read as follows:

Appendix L to Part 50—Reference Method
For the Determination of Fine Particulate
Matter as PM s in the Atmosphere

1.0 Applicability.

1.1 This method provides for the measurement
of the mass concentration of fine particulate matter
having an aerodynamic diameter less than or equal
to anomina 2.5 micrometers (PM2s) in ambient
air over a 24-hour period for purposes of
determining whether the primary and secondary
national ambient air quality standards for fine
particulate matter specified in §50.6 of this part are
met. The measurement process is considered to be
nondestructive, and the PM» s sample obtained can
be subjected to subsequent physical or chemical
analyses. Quality assessment procedures are
provided in part 58, Appendix A of this chapter,
and quality assurance guidance are provided in
references 1, 2, and 3 in section 13.0 of this
appendix.

1.2 This method will be considered a reference
method for purposes of part 58 of this chapter only
if:

(8) The associated sampler meets the
requirements specified in this appendix and the
applicable requirements in part 53 of this chapter,
and

(b) The method and associated sampler have
been designated as a reference method in
accordance with part 53 of this chapter.

1.3 PM2s samplers that meet nearly all
specifications set forth in this method but have
minor deviations and/or modifications of the
reference method sampler will be designated as
“‘Class I'” eguivalent methods for PM2s in
accordance with part 53 of this chapter.

2.0 Principle.

2.1 An electrically powered air sampler draws
ambient air at a constant volumetric flow rate into
a specialy shaped inlet and through an inertial
particle size separator (impactor) where the
suspended particulate matter in the PM, 5 size
range is separated for collection on a
polytetrafluoroethylene (PTFE) filter over the
specified sampling period. The air sampler and
other aspects of this reference method are specified
either explicitly in this appendix or generally with
reference to other applicable regulations or quality
assurance guidance.

2.2 Each filter is weighed (after moisture and
temperature conditioning) before and after sample
collection to determine the net gain due to collected
PM2 5. Thetotal volume of air sampled is
determined by the sampler from the measured flow
rate at actual ambient temperature and pressure and
the sampling time. The mass concentration of
PM 5 in the ambient air is computed as the total
mass of collected particles in the PM, 5 size range
divided by the actual volume of air sampled, and
is expressed in micrograms per cubic meter of air
(Hg/m?3).

3.0 PM3 s Measurement Range.

3.1 Lower concentration limit. The lower

detection limit of the mass concentration

measurement range is estimated to be
approximately 2 pg/am3, based on noted mass
changes in field blanks in conjunction with the 24
m3 nominal total air sample volume specified for
the 24-hour sample.

3.2 Upper concentration limit. The upper limit
of the mass concentration range is determined by
the filter mass loading beyond which the sampler
can no longer maintain the operating flow rate
within specified limits due to increased pressure
drop across the loaded filter. This upper limit
cannot be specified precisely becauseitisa
complex function of the ambient particle size
distribution and type, humidity, the individual filter
used, the capacity of the sampler flow rate control
system, and perhaps other factors. Nevertheless, all
samplers are estimated to be capable of measuring
24-hour PM2 .5 mass concentrations of at least 200
Hg/m3 while maintaining the operating flow rate
within the specified limits.

3.3 Sample period. The required sample period
for PM2 5 concentration measurements by this
method shall be 1,380 to 1500 minutes (23 to 25
hours). However, when a sample period is less than
1,380 minutes, the measured concentration (as
determined by the collected PM s mass divided by
the actual sampled air volume), multiplied by the
actual number of minutes in the sample period and
divided by 1,440, may be used asiif it were avalid
concentration measurement for the specific purpose
of determining aviolation of the NAAQS. This
value assumes that the PM 2 5 concentration is zero
for the remaining portion of the sample period and
therefore represents the minimum concentration
that could have been measured for the full 24-hour
sample period. Accordingly, if the value thus
calculated is high enough to be an exceedance, such
an exceedance would be a valid exceedance for the
sample period. When reported to AIRS, this data
value should receive a special code to identify it
as not to be commingled with normal concentration
measurements or used for other purposes.

4.0 Accuracy.

4.1 Because the size and volatility of the
particles making up ambient particul ate matter vary
over awide range and the mass concentration of
particles varies with particle size, it is difficult to
define the accuracy of PM2 s measurementsin an
absolute sense. The accuracy of PM2 s
measurements is therefore defined in arelative
sense, referenced to measurements provided by this
reference method. Accordingly, accuracy shall be
defined as the degree of agreement between a
subject field PM2 5 sampler and a collocated PM 2 5
reference method audit sampler operating
simultaneously at the monitoring site location of
the subject sampler and includes both random
(precision) and systematic (bias) errors. The
requirements for this field sampler audit procedure
are set forth in part 58, Appendix A of this chapter.

4.2 Measurement system bias. Results of
collocated measurements where the duplicate
sampler is areference method sampler are used to
assess a portion of the measurement system bias
according to the schedule and procedure specified
in part 58, Appendix A of this chapter.

4.3 Audits with reference method samplers to
determine system accuracy and bias. According to
the schedule and procedure specified in part 58,
Appendix A of this chapter, a reference method
sampler is required to be located at each of selected
PM2 s SLAMS sites as a duplicate sampler. The
results from the primary sampler and the duplicate
reference method sampler are used to calculate
accuracy of the primary sampler on a quarterly
basis, bias of the primary sampler on an annual

basis, and bias of a single reporting organization
on an annual basis. Reference 2 in section 13.0 of
this appendix provides additional information and
guidance on these reference method audits.

4.4 Flow rate accuracy and bias. Part 58,
Appendix A of this chapter requires that the flow
rate accuracy and bias of individual PM2s samplers
used in SLAMS monitoring networks be assessed
periodically via audits of each sampler’'s
operational flow rate. In addition, part 58,
Appendix A of this chapter requires that flow rate
bias for each reference and equivalent method
operated by each reporting organization be assessed
quarterly and annually. Reference 2 in section 13.0
of this appendix provides additional information
and guidance on flow rate accuracy audits and
calculations for accuracy and bias.

5.0 Precision. A data quality objective of 10
percent coefficient of variation or better has been
established for the operational precision of PM2s5
monitoring data.

5.1 Tests to establish initial operational precision
for each reference method sampler are specified as
a part of the requirements for designation asa
reference method under §53.58 of this chapter.

5.2 Measurement System Precision. Collocated
sampler results, where the duplicate sampler is not
areference method sampler but is a sampler of the
same designated method as the primary sampler,
are used to assess measurement system precision
according to the schedule and procedure specified
in part 58, Appendix A of this chapter. Part 58,
Appendix A of this chapter requires that these
collocated sampler measurements be used to
calculate quarterly and annual precision estimates
for each primary sampler and for each designated
method employed by each reporting organization.
Reference 2 in section 13.0 of this appendix
provides additional information and guidance on
this requirement.

6.0 Filter for PM2.5 Sample Collection. Any filter
manufacturer or vendor who sells or offers to sell
filters specifically identified for use with this PM2 5
reference method shall certify that the required
number of filters from each lot of filters offered

for sale as such have been tested as specified in
this section 6.0 and meet al of the following design
and performance specifications.

6.1 Sze. Circular, 46.2 mm diameter £0.25 mm.

6.2 Medium. Polytetrafluoroethylene (PTFE
Teflon), with integral support ring.

6.3 Support ring. Polymethylpentene (PMP) or
equivalent inert material, 0.38 £0.04 mm thick,
outer diameter 46.2 mm +0.25 mm, and width of
3.68 mm ( £0.00, -0.51 mm).

6.4 Pore size. 2 um as measured by ASTM F
316-94.

6.5 Filter thickness. 30 to 50 pm.

6.6 Maximum pressure drop (clean filter). 30 cm
H20 column @ 16.67 L/min clean air flow.

6.7 Maximum moisture pickup. Not more than 10
pg weight increase after 24-hour exposure to air of
40 percent relative humidity, relative to weight
after 24-hour exposure to air of 35 percent relative
humidity.

6.8 Collection efficiency. Greater than 99.7
percent, as measured by the DOP test (ASTM D
2986-91) with 0.3 pm particles at the sampler’s
operating face velocity.

6.9 Filter weight stability. Filter weight loss shall
be less than 20 pg, as measured in each of the
following two tests specified in sections 6.9.1 and
6.9.2 of this appendix. The following conditions
apply to both of these tests: Filter weight loss shall
be the average difference between the initial and
the final filter weights of arandom sample of test
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filters selected from each lot prior to sale. The
number of filters tested shall be not less than 0.1
percent of the filters of each manufacturing lot, or
10 filters, whichever is greater. The filters shall be
weighed under Iaboratory conditions and shall have
had no air sample passed through them, i.e., filter
blanks. Each test procedure must include initial
conditioning and weighing, the test, and final
conditioning and weighing. Conditioning and
weighing shall be in accordance with sections 8.0
through 8.2 of this appendix and general guidance
provided in reference 2 of section 13.0 of this
appendix.

6.9.1 Test for loose, surface particle
contamination. After the initial weighing, install
each test filter, in turn, in afilter cassette (Figures
L—27, L-28, and L—29 of this appendix) and drop
the cassette from a height of 25 cm to aflat hard
surface, such as a particle-free wood bench. Repeat
two times, for atotal of three drop tests for each
test filter. Remove the test filter from the cassette
and weigh the filter. The average change in weight
must be less than 20 ug.

6.9.2 Test for temperature stability. After
weighing each filter, place the test filtersin a
drying oven set at 40 °C +2 °C for not less than
48 hours. Remove, condition, and reweigh each test
filter. The average change in weight must be less
than 20 pg.

6.10 Alkalinity. Less than 25 microequivalents/
gram of filter, as measured by the guidance given
in reference 2 in section 13.0 of this appendix.

6.11 Supplemental requirements. Although not
required for determination of PM2 s mass
concentration under this reference method,
additional specifications for the filter must be
developed by users who intend to subject PM2 5
filter samples to subsequent chemical analysis.
These supplemental specifications include
background chemical contamination of the filter
and any other filter parameters that may be required
by the method of chemical analysis. All such
supplemental filter specifications must be
compatible with and secondary to the primary filter
specifications given in this section 6.0 of this
appendix.

7.0 PM2 s Sampler.

7.1 Configuration. The sampler shall consist of
asample air inlet, downtube, particle size separator
(impactor), filter holder assembly, air pump and
flow rate control system, flow rate measurement
device, ambient and filter temperature monitoring
system, barometric pressure measurement system,
timer, outdoor environmental enclosure, and
suitable mechanical, electrical, or electronic control
capability to meet or exceed the design and
functional performance as specified in this section
7.0 of this appendix. The performance
specifications require that the sampler:

(a) Provide automatic control of sample
volumetric flow rate and other operational
parameters.

(b) Monitor these operational parameters as well
as ambient temperature and pressure.

(c) Provide this information to the sampler
operator at the end of each sample period in digital
form, as specified in Table L—1 of section 7.4.19
of this appendix.

7.2 Nature of specifications. The PM, 5 sampler
is specified by a combination of design and
performance requirements. The sample inlet,
downtube, particle size discriminator, filter
cassette, and the internal configuration of the filter
holder assembly are specified explicitly by design
figures and associated mechanical dimensions,
tolerances, materials, surface finishes, assembly

instructions, and other necessary specifications. All
other aspects of the sampler are specified by
required operational function and performance, and
the design of these other aspects (including the
design of the lower portion of the filter holder
assembly) is optional, subject to acceptable
operational performance. Test procedures to
demonstrate compliance with both the design and
performance requirements are set forth in subpart
E of part 53 of this chapter.

7.3 Design specifications. Except as indicated in
this section 7.3 of this appendix, these components
must be manufactured or reproduced exactly as
specified, in an 1SO 9001-registered facility, with
registration initially approved and subsequently
maintained during the period of manufacture. See
§53.1(t) of this chapter for the definition of an
1SO-registered facility. Minor modifications or
variances to one or more components that clearly
would not affect the aerodynamic performance of
the inlet, downtube, impactor, or filter cassette will
be considered for specific approval. Any such
proposed modifications shall be described and
submitted to the EPA for specific individual
acceptability either as part of a reference or
equivalent method application under part 53 of this
chapter or in writing in advance of such an
intended application under part 53 of this chapter.

7.3.1 Sample inlet assembly. The sample inlet
assembly, consisting of the inlet, downtube, and
impactor shall be configured and assembled as
indicated in Figure L—1 of this appendix and shall
meet all associated requirements. A portion of this
assembly shall also be subject to the maximum
overall sampler leak rate specification under section
7.4.6 of this appendix.

7.3.2 Inlet. The sample inlet shall be fabricated
as indicated in Figures L—2 through L—18 of this
appendix and shall meet all associated
requirements.

7.3.3 Downtube. The downtube shall be
fabricated as indicated in Figure L—19 of this
appendix and shall meet all associated
requirements.

7.3.4 Impactor.

7.3.4.1 The impactor (particle size separator)
shall be fabricated as indicated in Figures L—20
through L—24 of this appendix and shall meet all
associated requirements. Following the
manufacture and finishing of each upper impactor
housing (Figure L-21 of this appendix), the
dimension of the impaction jet must be verified by
the manufacturer using Class ZZ go/no-go plug
gauges that are traceable to NIST.

7.3.4.2 Impactor filter specifications:

(a) Size. Circular, 35 to 37 mm diameter.

(b) Medium. Borosilicate glass fiber, without
binder.

(c) Pore size. 1 to 1.5 micrometer, as measured
by ASTM F 316-80.

(d) Thickness. 300 to 500 micrometers.

7.3.4.3 Impactor oil specifications:

(a) Composition.
Tetramethyltetraphenyltrisiloxane, single-
compound diffusion oil.

(b) Vapor pressure. Maximum 2 x 10-8 mm Hg
at 25 °C.

(c) Viscosity. 36 to 40 centistokes at 25 °C.

(d) Density. 1.06 to 1.07 g/lcm3 at 25 °C.

(e) Quantity. 1 mL +0.1 mL.

7.3.5 Filter holder assembly. The sampler shall
have a sample filter holder assembly to adapt and
seal to the down tube and to hold and seal the
specified filter, under section 6.0 of this appendix,
in the sample air stream in a horizontal position
below the downtube such that the sample air passes

downward through the filter at a uniform face
velocity. The upper portion of this assembly shall
be fabricated as indicated in Figures L—25 and L—
26 of this appendix and shall accept and seal with
the filter cassette, which shall be fabricated as
indicated in Figures L—27 through L—29 of this
appendix.

(a) The lower portion of the filter holder
assembly shall be of adesign and construction that:

(1) Mates with the upper portion of the assembly
to complete the filter holder assembly,

(2) Completes both the external air seal and the
internal filter cassette seal such that all seals are
reliable over repeated filter changings, and

(3) Facilitates repeated changing of the filter
cassette by the sampler operator.

(b) Leak—test performance requirements for the
filter holder assembly are included in section 7.4.6
of this appendix.

(c) If additional or multiple filters are stored in
the sampler as part of an automatic sequential
sample capability, al such filters, unless they are
currently and directly installed in a sampling
channel or sampling configuration (either active or
inactive), shall be covered or (preferably) sealed in
such away asto:

(2) Preclude significant exposure of the filter to
possible contamination or accumulation of dust,
insects, or other material that may be present in the
ambient air, sampler, or sampler ventilation air
during storage periods either before or after
sampling; and

(2) To minimize loss of volatile or semi-volatile
PM sample components during storage of the filter
following the sample period.

7.3.6 Flow rate measurement adapter. A flow
rate measurement adapter as specified in Figure L—
30 of this appendix shall be furnished with each
sampler.

7.3.7 Surface finish. All internal surfaces
exposed to sample air prior to the filter shall be
treated electrolytically in a sulfuric acid bath to
produce a clear, uniform anodized surface finish of
not less than 1000 mg/ft2 (1.08 mg/cm?2) in
accordance with military standard specification
(mil. spec.) 8625F, Type I, Class 1 in reference
4 of section 13.0 of this appendix. This anodic
surface coating shall not be dyed or pigmented.
Following anodization, the surfaces shall be sealed
by immersion in boiling deionized water for not
less than 15 minutes. Section 53.51(d)(2) of this
chapter should aso be consulted.

7.3.8 Sampling height. The sampler shall be
equipped with legs, a stand, or other means to
maintain the sampler in a stable, upright position
and such that the center of the sample air entrance
to the inlet, during sample collection, is maintained
in a horizontal plane and is 2.0 +0.2 meters above
the floor or other horizontal supporting surface.
Suitable bolt holes, brackets, tie-downs, or other
means should be provided to facilitate mechanically
securing the sample to the supporting surface to
prevent toppling of the sampler due to wind.

7.4 Performance specifications.

7.4.1 Sample flow rate. Proper operation of the
impactor requires that specific air velocities be
maintained through the device. Therefore, the
design sample air flow rate through the inlet shall
be 16.67 L/min (1.000 m3/hour) measured as actual
volumetric flow rate at the temperature and
pressure of the sample air entering the inlet.

7.4.2 Sample air flow rate control system. The
sampler shal have a sample air flow rate control
system which shall be capable of providing a
sample air volumetric flow rate within the specified
range, under section 7.4.1 of this appendix, for the
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specified filter, under section 6.0 of this appendix,
at any atmospheric conditions specified, under
section 7.4.7 of this appendix, at afilter pressure
drop equal to that of a clean filter plus up to 75
cm water column (55 mm Hg), and over the
specified range of supply line voltage, under
section 7.4.15.1 of this appendix. This flow control
system shall allow for operator adjustment of the
operational flow rate of the sampler over arange
of at least +15 percent of the flow rate specified
in section 7.4.1 of this appendix.

7.4.3 Sample flow rate regulation. The sample
flow rate shall be regulated such that for the
specified filter, under section 6.0 of this appendix,
at any atmospheric conditions specified, under
section 7.4.7 of this appendix, at afilter pressure
drop equal to that of a clean filter plus up to 75
cm water column (55 mm Hg), and over the
specified range of supply line voltage, under
section 7.4.15.1 of this appendix, the flow rateis
regulated as follows:

7.4.3.1 The volumetric flow rate, measured or
averaged over intervals of not more than 5 minutes
over a 24-hour period, shall not vary more than +5
percent from the specified 16.67 L/min flow rate
over the entire sample period.

7.4.3.2 The coefficient of variation (sample
standard deviation divided by the mean) of the flow
rate, measured over a 24-hour period, shall not be
greater than 2 percent.

7.4.3.3 The amplitude of short-term flow rate
pulsations, such as may originate from some types
of vacuum pumps, shall be attenuated such that
they do not cause significant flow measurement
error or affect the collection of particles on the
particle collection filter.

7.4.4 Flow rate cut off. The sampler’s sample air
flow rate control system shall terminate sample
collection and stop all sample flow for the
remainder of the sample period in the event that
the sample flow rate deviates by more than 10
percent from the sampler design flow rate specified
in section 7.4.1 of this appendix for more than 60
seconds. However, this sampler cut-off provision
shall not apply during periods when the sampler is
inoperative due to a temporary power interruption,
and the elapsed time of the inoperative period shall
not be included in the total sample time measured
and reported by the sampler, under section 7.4.13
of this appendix.

7.4.5 Flow rate measurement.

7.4.5.1 The sampler shall provide a means to
measure and indicate the instantaneous sample air
flow rate, which shall be measured as volumetric
flow rate at the temperature and pressure of the
sample air entering the inlet, with an accuracy of
+2 percent. The measured flow rate shall be
available for display to the sampler operator at any
time in either sampling or standby modes, and the
measurement shall be updated at least every 30
seconds. The sampler shall also provide asimple
means by which the sampler operator can manually
start the sample flow temporarily during non-
sampling modes of operation, for the purpose of
checking the sample flow rate or the flow rate
measurement system.

7.4.5.2 During each sample period, the sampler’'s
flow rate measurement system shall automatically
monitor the sample volumetric flow rate, obtaining
flow rate measurements at intervals of not greater
than 30 seconds.

(a) Using these interval flow rate measurements,
the sampler shall determine or calculate the
following flow-related parameters, scaled in the
specified engineering units:

(2) The instantaneous or interval-average flow
rate, in L/min.

(2) The value of the average sample flow rate
for the sample period, in L/min.

(3) The value of the coefficient of variation
(sample standard deviation divided by the average)
of the sample flow rate for the sample period, in
percent.

(4) The occurrence of any time interval during
the sample period in which the measured sample
flow rate exceeds a range of +5 percent of the
average flow rate for the sample period for more
than 5 minutes, in which case awarning flag
indicator shall be set.

(5) The value of the integrated total sample
volume for the sample period, in m3,

(b) Determination or calculation of these values
shall properly exclude periods when the sampler is
inoperative due to temporary interruption of
electrical power, under section 7.4.13 of this
appendix, or flow rate cut off, under section 7.4.4
of this appendix.

(c) These parameters shall be accessible to the
sampler operator as specified in Table L—1 of
section 7.4.19 of this appendix. In addition, it is
strongly encouraged that the flow rate for each 5-
minute interval during the sample period be
available to the operator following the end of the
sample period.

7.4.6 Leak test capability.

7.4.6.1 External leakage. The sampler shall
include an external air leak-test capability
consisting of components, accessory hardware,
operator interface controls, a written procedure in
the associated Operation/Instruction Manual, under
section 7.4.18 of this appendix, and all other
necessary functional capability to permit and
facilitate the sampler operator to conveniently carry
out aleak test of the sampler at a field monitoring
site without additional equipment. The sampler
components to be subjected to this leak test include
al components and their interconnections in which
external air leakage would or could cause an error
in the sampler’s measurement of the total volume
of sample air that passes through the sample filter.

(a) The suggested technique for the operator to
use for this leak test is as follows:

(1) Remove the sampler inlet and installs the
flow rate measurement adapter supplied with the
sampler, under section 7.3.6 of this appendix.

(2) Close the valve on the flow rate measurement
adapter and use the sampler air pump to draw a
partial vacuum in the sampler, including (at least)
the impactor, filter holder assembly (filter in place),
flow measurement device, and interconnections
between these devices, of at least 55 mm Hg (75
cm water column), measured at a location
downstream of the filter holder assembly.

(3) Plug the flow system downstream of these
components to isolate the components under
vacuum from the pump, such as with a built-in
valve.

(4) Stop the pump.

(5) Measure the trapped vacuum in the sampler
with a built-in pressure measuring device.

(6) (i) Measure the vacuum in the sampler with
the built-in pressure measuring device again at a
later time at least 10 minutes after the first pressure
measurement.

(ii) Caution: Following completion of the test,
the adaptor valve should be opened slowly to limit
the flow rate of air into the sampler. Excessive air
flow rate may blow oil out of the impactor.

(7) Upon completion of the test, open the adaptor
valve, remove the adaptor and plugs, and restore
the sampler to the normal operating configuration.

(b) The associated leak test procedure shall
require that for successful passage of this test, the

difference between the two pressure measurements
shall not be greater than the number of mm of Hg
specified for the sampler by the manufacturer,
based on the actual internal volume of the sampler,
that indicates aleak of less than 80 mL/min.

(c) Variations of the suggested technique or an
alternative external lesk test technique may be
required for samplers whose design or
configuration would make the suggested technique
impossible or impractical. The specific proposed
external leak test procedure, or particularly an
alternative leak test technique, proposed for a
particular candidate sampler may be described and
submitted to the EPA for specific individual
acceptability either as part of areference or
equivalent method application under part 53 of this
chapter or in writing in advance of such an
intended application under part 53 of this chapter.

7.4.6.2 Internal, filter bypass leakage. The
sampler shall include an internal, filter bypass leak-
check capability consisting of components,
accessory hardware, operator interface controls, a
written procedure in the Operation/Instruction
Manual, and all other necessary functional
capability to permit and facilitate the sampler
operator to conveniently carry out atest for internal
filter bypass leakage in the sampler at afield
monitoring site without additional equipment. The
purpose of the test is to determine that any portion
of the sample flow rate that leaks past the sample
filter without passing through the filter is
insignificant relative to the design flow rate for the
sampler.

(a) The suggested technique for the operator to
use for this lesk test is as follows:

(1) Carry out an external leak test as provided
under section 7.4.6.1 of this appendix which
indicates successful passage of the prescribed
externa leak test.

(2) Ingtall a flow-impervious membrane material
in the filter cassette, either with or without afilter,
as appropriate, which effectively prevents air flow
through the filter.

(3) Use the sampler air pump to draw a partia
vacuum in the sampler, downstream of the filter
holder assembly, of at least 55 mm Hg (75 cm
water column).

(4) Plug the flow system downstream of the filter
holder to isolate the components under vacuum
from the pump, such as with a built-in valve.

(5) Stop the pump.

(6) Measure the trapped vacuum in the sampler
with a built-in pressure measuring device.

(7) Measure the vacuum in the sampler with the
built-in pressure measuring device again at a later
time at least 10 minutes after the first pressure
measurement.

(8) Remove the flow plug and membrane and
restore the sampler to the normal operating
configuration.

(b) The associated leak test procedure shall
require that for successful passage of this test, the
difference between the two pressure measurements
shall not be greater than the number of mm of Hg
specified for the sampler by the manufacturer,
based on the actual internal volume of the portion
of the sampler under vacuum, that indicates a leak
of less than 80 mL/min.

(c) Variations of the suggested technique or an
aternative internal, filter bypass leak test technique
may be required for samplers whose design or
configuration would make the suggested technique
impossible or impractical. The specific proposed
internal leak test procedure, or particularly an
alternative internal leak test technique proposed for
aparticular candidate sampler may be described
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and submitted to the EPA for specific individual
acceptability either as part of areference or
equivalent method application under part 53 of this
chapter or in writing in advance of such intended
application under part 53 of this chapter.

7.3.5 Filter holder assembly. The sampler shall
have a sample filter holder assembly to adapt and
seal to the down tube and to hold and seal the
specified filter, under section 6.0 of this appendix,
in the sample air stream in a horizontal position
below the downtube such that the sample air passes
downward through the filter at a uniform face
velocity. The upper portion of this assembly shall
be fabricated as indicated in Figures L—25 and L—
26 of this appendix and shall accept and seal with
the filter cassette, which shall be fabricated as
indicated in Figures L—27 through L—29 of this
appendix.

(a) The lower portion of the filter holder
assembly shall be of a design and construction that:

(1) Mates with the upper portion of the assembly
to complete the filter holder assembly,

(2) Completes both the external air seal and the
internal filter cassette seal such that all seals are
reliable over repeated filter changings, and

(3) Facilitates repeated changing of the filter
cassette by the sampler operator.

(b) Leak—test performance requirements for the
filter holder assembly are included in section 7.4.6
of this appendix.

(c) If additional or multiple filters are stored in
the sampler as part of an automatic sequential
sample capability, al such filters, unless they are
currently and directly installed in a sampling
channel or sampling configuration (either active or
inactive), shall be covered or (preferably) sealed in
such away asto:

(2) Preclude significant exposure of the filter to
possible contamination or accumulation of dust,
insects, or other material that may be present in the
ambient air, sampler, or sampler ventilation air
during storage periods either before or after
sampling; and

(2) To minimize loss of volatile or semi-volatile
PM sample components during storage of the filter
following the sample period.

7.3.6 Flow rate measurement adapter. A flow
rate measurement adapter as specified in Figure L—
30 of this appendix shall be furnished with each
sampler.

7.3.7 Surface finish. All internal surfaces
exposed to sample air prior to the filter shall be
treated electrolytically in a sulfuric acid bath to
produce a clear, uniform anodized surface finish of
not less than 1000 mg/ft2 (1.08 mg/cm?2) in
accordance with military standard specification
(mil. spec.) 8625F, Typell, Class 1 in reference
4 of section 13.0 of this appendix. This anodic
surface coating shall not be dyed or pigmented.
Following anodization, the surfaces shall be sealed
by immersion in boiling deionized water for not
less than 15 minutes. Section 53.51(d)(2) of this
chapter should & so be consulted.

7.3.8 Sampling height. The sampler shall be
equipped with legs, a stand, or other means to
maintain the sampler in a stable, upright position
and such that the center of the sample air entrance
to the inlet, during sample collection, is maintained
in a horizontal plane and is 2.0 +0.2 meters above
the floor or other horizontal supporting surface.
Suitable bolt holes, brackets, tie-downs, or other
means should be provided to facilitate mechanically
securing the sample to the supporting surface to
prevent toppling of the sampler due to wind.

7.4 Performance specifications.

7.4.1 Ssample flow rate. Proper operation of the
impactor reguires that specific air velocities be

maintained through the device. Therefore, the
design sample air flow rate through the inlet shall
be 16.67 L/min (1.000 m3/hour) measured as actual
volumetric flow rate at the temperature and
pressure of the sample air entering the inlet.

7.4.2 Sample air flow rate control system. The
sampler shall have a sample air flow rate control
system which shall be capable of providing a
sample air volumetric flow rate within the specified
range, under section 7.4.1 of this appendix, for the
specified filter, under section 6.0 of this appendix,
at any atmospheric conditions specified, under
section 7.4.7 of this appendix, at afilter pressure
drop equal to that of aclean filter plus up to 75
cm water column (55 mm Hg), and over the
specified range of supply line voltage, under
section 7.4.15.1 of this appendix. This flow control
system shall allow for operator adjustment of the
operational flow rate of the sampler over arange
of at least +15 percent of the flow rate specified
in section 7.4.1 of this appendix.

7.4.3 Sample flow rate regulation. The sample
flow rate shall be regulated such that for the
specified filter, under section 6.0 of this appendix,
at any atmospheric conditions specified, under
section 7.4.7 of this appendix, at afilter pressure
drop equal to that of a clean filter plus up to 75
cm water column (55 mm Hg), and over the
specified range of supply line voltage, under
section 7.4.15.1 of this appendix, the flow rate is
regulated as follows:

7.4.3.1 The volumetric flow rate, measured or
averaged over intervals of not more than 5 minutes
over a 24-hour period, shall not vary more than £5
percent from the specified 16.67 L/min flow rate
over the entire sample period.

7.4.3.2 The coefficient of variation (sample
standard deviation divided by the mean) of the flow
rate, measured over a 24-hour period, shall not be
greater than 2 percent.

7.4.3.3 The amplitude of short-term flow rate
pulsations, such as may originate from some types
of vacuum pumps, shall be attenuated such that
they do not cause significant flow measurement
error or affect the collection of particles on the
particle collection filter.

7.4.4 Flow rate cut off. The sampler’'s sample air
flow rate control system shall terminate sample
collection and stop all sample flow for the
remainder of the sample period in the event that
the sample flow rate deviates by more than 10
percent from the sampler design flow rate specified
in section 7.4.1 of this appendix for more than 60
seconds. However, this sampler cut-off provision
shall not apply during periods when the sampler is
inoperative due to atemporary power interruption,
and the elapsed time of the inoperative period shall
not be included in the total sample time measured
and reported by the sampler, under section 7.4.13
of this appendix.

7.4.5 Flow rate measurement.

7.4.5.1 The sampler shall provide a means to
measure and indicate the instantaneous sample air
flow rate, which shall be measured as volumetric
flow rate at the temperature and pressure of the
sample air entering the inlet, with an accuracy of
+2 percent. The measured flow rate shall be
available for display to the sampler operator at any
time in either sampling or standby modes, and the
measurement shall be updated at least every 30
seconds. The sampler shall aso provide asimple
means by which the sampler operator can manually
start the sample flow temporarily during non-
sampling modes of operation, for the purpose of
checking the sample flow rate or the flow rate
measurement system.

7.4.5.2 During each sample period, the sampler’s
flow rate measurement system shall automatically
monitor the sample volumetric flow rate, obtaining
flow rate measurements at intervals of not greater
than 30 seconds.

(a) Using these interval flow rate measurements,
the sampler shall determine or calculate the
following flow-related parameters, scaled in the
specified engineering units:

(1) The instantaneous or interval-average flow
rate, in L/min.

(2) The value of the average sample flow rate
for the sample period, in L/min.

(3) The value of the coefficient of variation
(sample standard deviation divided by the average)
of the sample flow rate for the sample period, in
percent.

(4) The occurrence of any time interval during
the sample period in which the measured sample
flow rate exceeds a range of +5 percent of the
average flow rate for the sample period for more
than 5 minutes, in which case awarning flag
indicator shall be set.

(5) The value of the integrated total sample
volume for the sample period, in m3,

(b) Determination or calculation of these values
shall properly exclude periods when the sampler is
inoperative due to temporary interruption of
electrical power, under section 7.4.13 of this
appendix, or flow rate cut off, under section 7.4.4
of this appendix.

(c) These parameters shall be accessible to the
sampler operator as specified in Table L-1 of
section 7.4.19 of this appendix. In addition, it is
strongly encouraged that the flow rate for each 5-
minute interval during the sample period be
available to the operator following the end of the
sample period.

7.4.6 Leak test capability.

7.4.6.1 External leakage. The sampler shall
include an external air |eak-test capability
consisting of components, accessory hardware,
operator interface controls, a written procedure in
the associated Operation/Instruction Manual, under
section 7.4.18 of this appendix, and al other
necessary functional capability to permit and
facilitate the sampler operator to conveniently carry
out aleak test of the sampler at a field monitoring
site without additional equipment. The sampler
components to be subjected to this leak test include
all components and their interconnections in which
external air leakage would or could cause an error
in the sampler’s measurement of the total volume
of sample air that passes through the sample filter.

(a) The suggested technique for the operator to
use for this leak test is as follows:

(1) Remove the sampler inlet and installs the
flow rate measurement adapter supplied with the
sampler, under section 7.3.6 of this appendix.

(2) Close the valve on the flow rate measurement
adapter and use the sampler air pump to draw a
partial vacuum in the sampler, including (at least)
the impactor, filter holder assembly (filter in place),
flow measurement device, and interconnections
between these devices, of at least 55 mm Hg (75
cm water column), measured at alocation
downstream of the filter holder assembly.

(3) Plug the flow system downstream of these
components to isolate the components under
vacuum from the pump, such as with a built-in
valve.

(4) Stop the pump.

(5) Measure the trapped vacuum in the sampler
with a built-in pressure measuring device.

(6) (i) Measure the vacuum in the sampler with
the built-in pressure measuring device again at a
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later time at least 10 minutes after the first pressure
measurement.

(ii) Caution: Following completion of the test,
the adaptor valve should be opened slowly to limit
the flow rate of air into the sampler. Excessive air
flow rate may blow oil out of the impactor.

(7) Upon completion of the test, open the adaptor
valve, remove the adaptor and plugs, and restore
the sampler to the normal operating configuration.

(b) The associated leak test procedure shall
require that for successful passage of this test, the
difference between the two pressure measurements
shall not be greater than the number of mm of Hg
specified for the sampler by the manufacturer,
based on the actual internal volume of the sampler,
that indicates aleak of less than 80 mL/min.

(c) Variations of the suggested technique or an
alternative external lesk test technique may be
required for samplers whose design or
configuration would make the suggested technique
impossible or impractical. The specific proposed
external leak test procedure, or particularly an
aternative leak test technique, proposed for a
particular candidate sampler may be described and
submitted to the EPA for specific individual
acceptability either as part of areference or
equivalent method application under part 53 of this
chapter or in writing in advance of such an
intended application under part 53 of this chapter.

7.4.6.2 Internal, filter bypass leakage. The
sampler shall include an internal, filter bypass leak-
check capability consisting of components,
accessory hardware, operator interface controls, a
written procedure in the Operation/Instruction
Manual, and all other necessary functional
capability to permit and facilitate the sampler
operator to conveniently carry out atest for internal
filter bypass leakage in the sampler at afield
monitoring site without additional equipment. The
purpose of the test is to determine that any portion
of the sample flow rate that leaks past the sample
filter without passing through the filter is
insignificant relative to the design flow rate for the
sampler.

(a) The suggested technique for the operator to
use for this leak test is as follows:

(1) Carry out an external leak test as provided
under section 7.4.6.1 of this appendix which
indicates successful passage of the prescribed
external leak test.

(2) Install a flow-impervious membrane material
in the filter cassette, either with or without afilter,
as appropriate, which effectively prevents air flow
through the filter.

(3) Use the sampler air pump to draw a partia
vacuum in the sampler, downstream of the filter
holder assembly, of at least 55 mm Hg (75 cm
water column).

(4) Plug the flow system downstream of the filter
holder to isolate the components under vacuum
from the pump, such as with a built-in valve.

(5) Stop the pump.

(6) Measure the trapped vacuum in the sampler
with a built-in pressure measuring device.

(7) Measure the vacuum in the sampler with the
built-in pressure measuring device again at a later
time at least 10 minutes after the first pressure
measurement.

(8) Remove the flow plug and membrane and
restore the sampler to the normal operating
configuration.

(b) The associated leak test procedure shall
require that for successful passage of this test, the
difference between the two pressure measurements
shall not be greater than the number of mm of Hg
specified for the sampler by the manufacturer,

based on the actua internal volume of the portion
of the sampler under vacuum, that indicates a leak
of less than 80 mL/min.

(c) Variations of the suggested technique or an
alternative internal, filter bypass leak test technique
may be required for samplers whose design or
configuration would make the suggested technique
impossible or impractical. The specific proposed
internal leak test procedure, or particularly an
dternative internal leak test technique proposed for
a particular candidate sampler may be described
and submitted to the EPA for specific individual
acceptability either as part of areference or
equivalent method application under part 53 of this
chapter or in writing in advance of such intended
application under part 53 of this chapter.

7.4.7 Range of operational conditions. The
sampler is required to operate properly and meet
all requirements specified in this appendix over the
following operational ranges.

7.4.7.1 Ambient temperature. -30 to +45 °C
(Note: Although for practical reasons, the
temperature range over which samplers are required
to be tested under part 53 of this chapter is -20
to +40 °C, the sampler shall be designed to operate
properly over this wider temperature range.).

7.4.7.2 Ambient relative humidity. 0 to 100
percent.

7.4.7.3 Barometric pressure range. 600 to 800
mm Hg.

7.4.8 Ambient temperature sensor. The sampler
shall have capability to measure the temperature of
the ambient air surrounding the sampler over the
range of -30 to +45 °C, with aresolution of 0.1
°C and accuracy of +2.0 °C, referenced as
described in reference 3 in section 13.0 of this
appendix, with and without maximum solar
insolation.

7.4.8.1 The ambient temperature sensor shall be
mounted external to the sampler enclosure and shall
have a passive, naturally ventilated sun shield. The
sensor shall be located such that the entire sun
shield is at least 5 cm above the horizontal plane
of the sampler case or enclosure (disregarding the
inlet and downtube) and external to the vertical
plane of the nearest side or protuberance of the
sampler case or enclosure. The maximum
temperature measurement error of the ambient
temperature measurement system shall be less than
1.6 °C at 1 m/swind speed and 1000 W/m2 solar
rediation intensity.

7.4.8.2 The ambient temperature sensor shall be
of such adesign and mounted in such away as
to facilitate its convenient dismounting and
immersion in aliquid for calibration and
comparison to the filter temperature sensor, under
section 7.4.11 of this appendix.

7.4.8.3 This ambient temperature measurement
shall be updated at least every 30 seconds during
both sampling and standby (non-sampling) modes
of operation. A visual indication of the current
(most recent) value of the ambient temperature
measurement, updated at least every 30 seconds,
shall be available to the sampler operator during
both sampling and standby (non-sampling) modes
of operation, as specified in Table L—1 of section
7.4.19 of this appendix.

7.4.8.4 This ambient temperature measurement
shall be used for the purpose of monitoring filter
temperature deviation from ambient temperature, as
required by section 7.4.11 of this appendix, and
may be used for purposes of effecting filter
temperature control, under section 7.4.10 of this
appendix, or computation of volumetric flow rate,
under sections 7.4.1 to 7.4.5 of this appendix, if

appropriate.

7.4.8.5 Following the end of each sample period,
the sampler shall report the maximum, minimum,
and average temperature for the sample period, as
specified in Table L1 of section 7.4.19 of this
appendix.

7.4.9 Ambient barometric sensor. The sampler
shall have capability to measure the barometric
pressure of the air surrounding the sampler over a
range of 600 to 800 mm Hg referenced as described
in reference 3 in section 13.0 of this appendix; also
see part 53, subpart E of this chapter. This
barometric pressure measurement shall have a
resolution of 5 mm Hg and an accuracy of £10 mm
Hg and shall be updated at least every 30 seconds.
A visual indication of the value of the current (most
recent) barometric pressure measurement, updated
at least every 30 seconds, shall be available to the
sampler operator during both sampling and standby
(non-sampling) modes of operation, as specified in
Table L-1 of section 7.4.19 of this appendix. This
barometric pressure measurement may be used for
purposes of computation of volumetric flow rate,
under sections 7.4.1 to 7.4.5 of this appendix, if
appropriate. Following the end of a sample period,
the sampler shall report the maximum, minimum,
and mean barometric pressures for the sample
period, as specified in Table L—1 of section 7.4.19
of this appendix.

7.4.10 Filter temperature control (sampling and
post-sampling). The sampler shall provide a means
to limit the temperature rise of the sample filter (all
sample filters for sequential samplers), from
insolation and other sources, to no more 5 °C above
the temperature of the ambient air surrounding the
sampler, during both sampling and post-sampling
periods of operation. The post-sampling period is
the non-sampling period between the end of the
active sampling period and the time of retrieval of
the sample filter by the sampler operator.

7.4.11 Filter temperature sensor(s).

7.4.11.1 The sampler shall have the capability to
monitor the temperature of the sample filter (all
sample filters for sequential samplers) over the
range of -30 to +45 °C during both sampling and
non-sampling periods. While the exact location of
this temperature sensor is not explicitly specified,
the filter temperature measurement system must
demonstrate agreement, within 1 °C, with atest
temperature sensor located within 1 cm of the
center of the filter downstream of the filter during
both sampling and non-sampling modes, as
specified in the filter temperature measurement test
described in part 53, subpart E of this chapter. This
filter temperature measurement shall have a
resolution of 0.1 °C and accuracy of +1.0 °C,
referenced as described in reference 3 in section
13.0 of this appendix. This temperature sensor shall
be of such a design and mounted in such away
as to facilitate its reasonably convenient
dismounting and immersion in aliquid for
calibration and comparison to the ambient
temperature sensor under section 7.4.8 of this
appendix.

7.4.11.2 The filter temperature measurement
shall be updated at least every 30 seconds during
both sampling and standby (non-sampling) modes
of operation. A visual indication of the current
(most recent) value of the filter temperature
measurement, updated at least every 30 seconds,
shall be available to the sampler operator during
both sampling and standby (non-sampling) modes
of operation, as specified in Table L—1 of section
7.4.19 of this appendix.

7.4.11.3 For sequential samplers, the temperature
of each filter shall be measured individually unless
it can be shown, as specified in the filter
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temperature measurement test described in §53.57
of this chapter, that the temperature of each filter
can be represented by fewer temperature sensors.

7.4.11.4 The sampler shall aso provide a
warning flag indicator following any occurrence in
which the filter temperature (any filter temperature
for sequential samplers) exceeds the ambient
temperature by more than 5 °C for more than 30
consecutive minutes during either the sampling or
post-sampling periods of operation, as specified in
Table L—1 of section 7.4.19 of this appendix, under
section 10.12 of this appendix, regarding sample
validity when awarning flag occurs. It is further
recommended (not required) that the sampler be
capable of recording the maximum differential
between the measured filter temperature and the
ambient temperature and its time and date of
occurrence during both sampling and post-sampling
(non-sampling) modes of operation and providing
for those data to be accessible to the sampler
operator following the end of the sample period,
as suggested in Table L—1 of section 7.4.19 of this
appendix.

7.4.12 Clock/timer system.

(8) The sampler shall have a programmable real-
time clock timing/control system that:

(2) I's capable of maintaining local time and date,
including year, month, day-of-month, hour, minute,
and second to an accuracy of £1.0 minute per
month.

(2) Provides a visua indication of the current
system time, including year, month, day-of-month,
hour, and minute, updated at least each minute, for
operator verification.

(3) Provides appropriate operator controls for
setting the correct local time and date.

(4) Is capable of starting the sample collection
period and sample air flow at a specific, operator-
settable time and date, and stopping the sample air
flow and terminating the sampler collection period
24 hours (1440 minutes) later, or at a specific,
operator-settable time and date.

(b) These start and stop times shall be readily
settable by the sampler operator to within +1.0
minute. The system shall provide a visual
indication of the current start and stop time settings,
readable to £1.0 minute, for verification by the
operator, and the start and stop times shall also be
available via the data output port, as specified in
Table L-1 of section 7.4.19 of this appendix. Upon
execution of a programmed sample period start, the
sampler shall automatically reset all sample period
information and warning flag indications pertaining
to a previous sample period. Refer also to section
7.4.15.4 of this appendix regarding retention of
current date and time and programmed start and
stop times during a temporary electrical power
interruption.

7.4.13 Sample time determination. The sampler
shall be capable of determining the elapsed sample
collection time for each PM2 5 sample, accurate to
within 1.0 minute, measured as the time between
the start of the sampling period, under section
7.4.12 of this appendix and the termination of the
sample period, under section 7.4.12 of this
appendix or section 7.4.4 of this appendix. This
elapsed sample time shall not include periods when
the sampler is inoperative due to a temporary
interruption of electrical power, under section
7.4.15.4 of this appendix. In the event that the

elapsed sample time determined for the sample
period is not within the range specified for the
required sample period in section 3.3 of this
appendix, the sampler shall set awarning flag
indicator. The date and time of the start of the
sample period, the value of the elapsed sample time
for the sample period, and the flag indicator status
shall be available to the sampler operator following
the end of the sample period, as specified in Table
L—1 of section 7.4.19 of this appendix.

7.4.14 Outdoor environmental enclosure. The
sampler shall have an outdoor enclosure (or
enclosures) suitable to protect the filter and other
non-weatherproof components of the sampler from
precipitation, wind, dust, extremes of temperature
and humidity; to help maintain temperature control
of thefilter (or filters, for sequential samplers); and
to provide reasonable security for sampler
components and settings.

7.4.15 Electrical power supply.

7.4.15.1 The sampler shall be operable and
function as specified herein when operated on an
electrical power supply voltage of 105 to 125 volts
AC (RMS) at afrequency of 59 to 61 Hz. Optional
operation as specified at additional power supply
voltages and/or frequencies shall not be precluded
by this requirement.

7.4.15.2 The design and construction of the
sampler shall comply with al applicable National
Electrical Code and Underwriters Laboratories
electrical safety requirements.

7.4.15.3 The design of all electrical and
electronic controls shall be such as to provide
reasonable resistance to interference or malfunction
from ordinary or typical levels of stray
electromagnetic fields (EMF) as may be found at
various monitoring sites and from typical levels of
electrical transients or electronic noise as may often
or occasionally be present on various electrical
power lines.

7.4.15.4 In the event of temporary loss of
electrical supply power to the sampler, the sampler
shall not be required to sample or provide other
specified functions during such loss of power,
except that the internal clock/timer system shall
maintain its local time and date setting within £1
minute per week, and the sampler shall retain all
other time and programmable settings and all data
required to be available to the sampler operator
following each sample period for at least 7 days
without electrical supply power. When electrical
power is absent at the operator-set time for starting
asample period or isinterrupted during a sample
period, the sampler shall automatically start or
resume sampling when electrical power is restored,
if such restoration of power occurs before the
operator-set stop time for the sample period.

7.4.15.5 The sampler shall have the capability to
record and retain arecord of the year, month, day-
of-month, hour, and minute of the start of each
power interruption of more than 1 minute duration,
up to 10 such power interruptions per sample
period. (More than 10 such power interruptions
shall invalidate the sample, except where an
exceedance is measured, under section 3.3 of this
appendix.) The sampler shall provide for these
power interruption data to be available to the
sampler operator following the end of the sample
period, as specified in Table L—1 of section 7.4.19
of this appendix.

7.4.16 Control devices and operator interface.
The sampler shall have mechanical, electrical, or
electronic controls, control devices, electrical or
electronic circuits as necessary to provide the
timing, flow rate measurement and control,
temperature control, data storage and computation,
operator interface, and other functions specified.
Operator-accessible controls, data displays, and
interface devices shall be designed to be simple,
straightforward, reliable, and easy to learn, read,
and operate under field conditions. The sampler
shall have provision for operator input and storage
of up to 64 characters of numeric (or aphanumeric)
data for purposes of site, sampler, and sample
identification. This information shall be available to
the sampler operator for verification and change
and for output via the data output port along with
other data following the end of a sample period,
as specified in Table L-1 of section 7.4.19 of this
appendix. All data required to be available to the
operator following a sample collection period or
obtained during standby mode in a post-sampling
period shall be retained by the sampler until reset,
either manually by the operator or automatically by
the sampler upon initiation of a new sample
collection period.

7.4.17 Data output port requirement. The
sampler shall have a standard RS-232C data output
connection through which digital data may be
exported to an external data storage or transmission
device. All information which is reguired to be
available at the end of each sample period shall be
accessible through this data output connection. The
information that shall be accessible though this
output port is summarized in Table L-1 of section
7.4.19 of this appendix. Since no specific format
for the output data is provided, the sampler
manufacturer or vendor shall make available to
sampler purchasers appropriate computer software
capable of receiving exported sampler data and
correctly trangating the data into a standard
spreadsheet format and optionally any other
formats as may be useful to sampler users. This
requirement shall not preclude the sampler from
offering other types of output connectionsin
addition to the required RS-232C port.

7.4.18 Operation/instruction manual. The
sampler shall include an associated comprehensive
operation or instruction manual, as required by part
53 of this chapter, which includes detailed
operating instructions on the setup, operation,
calibration, and maintenance of the sampler. This
manual shall provide complete and detailed
descriptions of the operational and calibration
procedures prescribed for field use of the sampler
and all instruments utilized as part of this reference
method. The manual shall include adequate
warning of potential safety hazards that may result
from normal use or malfunction of the method and
a description of necessary safety precautions. The
manual shall also include a clear description of all
procedures pertaining to installation, operation,
periodic and corrective maintenance, and
troubleshooting, and shall include parts
identification diagrams.

7.4.19 Data reporting requirements. The various
information that the sampler is required to provide
and how it is to be provided is summarized in the
following Table L-1.
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TABLE L—1.—SUMMARY OF INFORMATION TO BE PROVIDED BY THE SAMPLER

. Availabili Format

Information to be pro- ﬁps%ecrt]i?)lr): ty -

vided reference | Anytimel Encriic?ézpe- V'SF‘jlg'yg"s' Da&g"'t' Digital reading® Units

Flow rate, 30-second 7451 ... O ] O * XXX e L/min
maximum interval.

Flow rate, average for | 7.4.5.2 ... * O * O XXX s L/min
the sample period.

Flow rate, CV, for 7.45.2 ... * O * Oe XXX e %
sample period.

Flow rate, 5-min. aver- | 7.45.2 ... O O O Oe ON/Off oo
age out of spec.

(FLAGS).

Sample volume, total 7.45.2 * O O Oe XXX e m3

Temperature, ambient, | 7.4.8 ....... O ] O ] e XXX e °C
30-second interval.

Temperature, ambient, | 7.4.8 ....... * O O Oe XXX e °C
min., max., average
for the sample pe-
riod.

Baro pressure, ambi- 749 ... O ] O ] e XXX i mm Hg
ent, 30-second inter-
val.

Baro pressure, ambi- 749 ... * O O Oe XXX i mm Hg
ent, min., max., av-
erage for the sample
period.

Filter temperature, 30- | 7.4.11 ..... O ] e O ] e XXX e °C
second interval.

Filter temperature dif- | 7.4.11 ..... * O O Oe (0]370) 1 TR
ferential, 30-second
interval, out of spec.

(FLAGS).

Filter temperature, 7.4.11 ... * * * * X.X, YY/IMM/DD °C, Yr./Mon./Day Hrs.
maximum differential HH:mm. min
from ambient, date,
time of occurrence.

Date and time ............. 7.4.12 ... O ] s O ] e YY/MM/DD HH:mm .... | Yr./Mon./Day Hrs. min

Sample start and stop | 7.4.12 ..... O g g ad YY/MM/DD HH:mm .... | Yr./Mon./Day Hrs. min
time settings.

Sample period start 7412 | i, O O Oe YYYY/MM/DD HH:mm | Yr./Mon./Day Hrs. min
time.

Elapsed sample time 7.4.13 ... * 0 0 Oe Hrs. min

Elapsed sample time, | 7.4.13 ... | ccceiovvieennnn. O O Oe
out of spec. (FLAGS).

Power interruptions >1 | 7.4.15.5 * O * O 1HH:mm, 2HH:mm, Hrs. min
min., start time of etc ....
first 10.

User-entered informa- | 7.4.16 ..... O O O Oe As entered .................
tion, such as sam-
pler and site identi-
fication.

O Provision of this information is required.
Provision of this information is optional. If information related to the entire sample period is optionally provided prior to the end of the sample
period, the value provided should be the value calculated for the portion of the sampler period completed up to the time the information is pro-

vided.

e Indicates that this information is also required to be provided to the AIRS data bank; see § §58.26 and 58.35 of this chapter.

1 Information is required to be available to the operator at any time the sampler is operating, whether sampling or not.

2 Information relates to the entire sampler period and must be provided following the end of the sample period until reset manually by the oper-
ator or automatically by the sampler upon the start of a new sample period.

3 Information shall be available to the operator visually.

4 Information is to be available as digital data at the sampler’s data output port specified in section 7.4.16 of this appendix following the end of
the sample period until reset manually by the operator or automatically by the sampler upon the start of a new sample period.

5 Digital readings, both visual and data output, shall have not less than the number of significant digits and resolution specified.

6 Flag warnings may be displayed to the operator by a single-flag indicator or each flag may be displayed individually. Only a set (on) flag
warning must be indicated; an off (unset) flag may be indicated by the absence of a flag warning. Sampler users should refer to section 10.12 of
this appendix regarding the validity of samples for which the sampler provided an associated flag warning.

8.0 Filter Weighing. See reference 2 in section 13.0

of this appendix, for additional, more detailed

guidance.

8.1 Analytical balance. The analytical balance
used to weigh filters must be suitable for weighing

the type and size of filters specified, under section
6.0 of this appendix, and have a readability of +1

pg. The balance shall be calibrated as specified by
the manufacturer at installation and recalibrated
immediately prior to each weighing session. See
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reference 2 in section 13.0 of this appendix for
additional guidance.

8.2 Filter conditioning. All sample filters used
shall be conditioned immediately before both the
pre- and post-sampling weighings as specified
below. See reference 2 in section 13.0 of this
appendix for additional guidance.

8.2.1 Mean temperature. 20 - 23 °C.

8.2.2 Temperature control. +2 °C over 24 hours.

8.2.3 Mean humidity. Generally, 30-40 percent
relative humidity; however, where it can be shown
that the mean ambient relative humidity during
sampling is less than 30 percent, conditioning is
permissible at a mean relative humidity within 5
relative humidity percent of the mean ambient
relative humidity during sampling, but not less than
20 percent.

8.2.4 Humidity control. £5 relative humidity
percent over 24 hours.

8.2.5 Conditioning time. Not less than 24 hours.

8.3 Weighing procedure.

8.3.1 New filters should be placed in the
conditioning environment immediately upon arrival
and stored there until the pre-sampling weighing.
See reference 2 in section 13.0 of this appendix for
additional guidance.

8.3.2 The analytical balance shall be located in
the same controlled environment in which the
filters are conditioned. The filters shall be weighed
immediately following the conditioning period
without intermediate or transient exposure to other
conditions or environments.

8.3.3 Filters must be conditioned at the same
conditions (humidity within £5 relative humidity
percent) before both the pre- and post-sampling
weighings.

8.3.4 Both the pre- and post-sampling weighings
should be carried out on the same analytical
balance, using an effective technique to neutralize
static charges on the filter, under reference 2 in
section 13.0 of this appendix. If possible, both
weighings should be carried out by the same
analyst.

8.3.5 The pre-sampling (tare) weighing shall be
within 30 days of the sampling period.

8.3.6 The post-sampling conditioning and
weighing shall be completed within 240 hours (10
days) after the end of the sample period, unless the
filter sample is maintained at 4 °C or less during
the entire time between retrieval from the sampler
and the start of the conditioning, in which case the
period shall not exceed 30 days. Reference 2 in
section 13.0 of this appendix has additional
guidance on transport of cooled filters.

8.3.7 Filter blanks.

8.3.7.1 New field blank filters shall be weighed
along with the pre-sampling (tare) weighing of each
lot of PM2 s filters. These blank filters shall be
transported to the sampling site, installed in the
sampler, retrieved from the sampler without
sampling, and reweighed as a quality control check.

8.3.7.2 New laboratory blank filters shall be
weighed along with the pre-sampling (tare)
weighing of each set of PM 5 filters. These
laboratory blank filters should remain in the
laboratory in protective containers during the field
sampling and should be reweighed as a quality
control check.

8.3.8 Additional guidance for proper filter
weighing and related quality assurance activitiesis
provided in reference 2 in section 13.0 of this
appendix.

9.0 Calibration. Reference 2 in section 13.0 of this
appendix contains additional guidance.

9.1 General requirements.

9.1.1 Multipoint calibration and single-point
verification of the sampler’s flow rate measurement

device must be performed periodically to establish
and maintain traceability of subsequent flow
measurements to a flow rate standard.

9.1.2 An authoritative flow rate standard shall be
used for calibrating or verifying the sampler’s flow
rate measurement device with an accuracy of +2
percent. The flow rate standard shall be a separate,
stand-al one device designed to connect to the flow
rate measurement adapter, Figure L—30 of this
appendix. This flow rate standard must have its
own certification and be traceable to a National
Institute of Standards and Technology (NIST)
primary standard for volume or flow rate. If
adjustments to the sampler’s flow rate measurement
system calibration are to be made in conjunction
with an audit of the sampler’s flow measurement
system, such adjustments shall be made following
the audit. Reference 2 in section 13.0 of this
appendix contains additional guidance.

9.1.3 The sampler’s flow rate measurement
device shall be re-calibrated after electromechanical
maintenance or transport of the sampler.

9.2 Flow rate calibration/verification procedure.

9.2.1 PM2 5 samplers may employ various types
of flow control and flow measurement devices. The
specific procedure used for calibration or
verification of the flow rate measurement device
will vary depending on the type of flow rate
controller and flow rate measurement employed.
Calibration shall be in terms of actual ambient
volumetric flow rates (Q2), measured at the
sampler’s inlet downtube. The generic procedure
given here serves to illustrate the general steps
involved in the calibration of a PM, 5 sampler. The
sampler operation/instruction manual required
under section 7.4.18 of this appendix and the
Quality Assurance Handbook in reference 2 in
section 13.0 of this appendix provide more specific
and detailed guidance for calibration.

9.2.2 The flow rate standard used for flow rate
calibration shall have its own certification and be
traceable to aNIST primary standard for volume
or flow rate. A calibration relationship for the flow
rate standard, e.g., an equation, curve, or family of
curves relating actual flow rate (Qs) to the flow rate
indicator reading, shall be established that is
accurate to within 2 percent over the expected
range of ambient temperatures and pressures at
which the flow rate standard may be used. The flow
rate standard must be re-calibrated or re-verified at
least annually.

9.2.3 The sampler flow rate measurement device
shall be calibrated or verified by removing the
sampler inlet and connecting the flow rate standard
to the sampler’s downtube in accordance with the
operation/instruction manual, such that the flow
rate standard accurately measures the sampler’s
flow rate. The sampler operator shall first carry out
asampler leak check and confirm that the sampler
passes the leak test and then verify that no leaks
exist between the flow rate standard and the
sampler.

9.2.4 The calibration relationship between the
flow rate (in actual L/min) indicated by the flow
rate standard and by the sampler’s flow rate
measurement device shall be established or verified
in accordance with the sampler operation/
instruction manual. Temperature and pressure
corrections to the flow rate indicated by the flow
rate standard may be required for certain types of
flow rate standards. Calibration of the sampler’'s
flow rate measurement device shall consist of at
least three separate flow rate measurements
(multipoint calibration) evenly spaced within the
range of -10 percent to +10 percent of the
sampler’s operational flow rate, section 7.4.1 of this

appendix. Verification of the sampler’s flow rate
shall consist of one flow rate measurement at the
sampler’s operational flow rate. The sampler
operation/instruction manual and reference 2 in
section 13.0 of this appendix provide additional
guidance.

9.2.5 If during a flow rate verification the
reading of the sampler’s flow rate indicator or
measurement device differs by +2 percent or more
from the flow rate measured by the flow rate
standard, a new multipoint calibration shall be
performed and the flow rate verification must then
be repeated.

9.2.6 Fallowing the calibration or verification,
the flow rate standard shall be removed from the
sampler and the sampler inlet shall be reinstalled.
Then the sampler’s normal operating flow rate (in
L/min) shall be determined with a clean filter in
place. If the flow rate indicated by the sampler
differs by £2 percent or more from the required
sampler flow rate, the sampler flow rate must be
adjusted to the required flow rate, under section
7.4.1 of this appendix.

9.3 Periodic calibration or verification of the
calibration of the sampler’s ambient temperature,
filter temperature, and barometric pressure
measurement systems is also required. Reference 3
of section 13.0 of this appendix contains additional
guidance.

10.0 PM2 s Measurement Procedure The detailed
procedure for obtaining valid PM s measurements
with each specific sampler designated as part of a
reference method for PM2 s under part 53 of this
chapter shall be provided in the sampler-specific
operation or instruction manual required by section
7.4.18 of this appendix. Supplemental guidanceis
provided in section 2.12 of the Quality Assurance
Handbook listed in reference 2 in section 13.0 of
this appendix. The generic procedure given here
serves to illustrate the general steps involved in the
PM2 s sample collection and measurement, using a
PM s reference method sampler.

10.1 The sampler shall be set up, calibrated, and
operated in accordance with the specific, detailed
guidance provided in the specific sampler’s
operation or instruction manual and in accordance
with a specific quality assurance program
developed and established by the user, based on
applicable supplementary guidance provided in
reference 2 in section 13.0 of this appendix.

10.2 Each new sample filter shall be inspected
for correct type and size and for pinholes, particles,
and other imperfections. Unacceptable filters
should be discarded. A unique identification
number shall be assigned to each filter, and an
information record shall be established for each
filter. If the filter identification number is not or
cannot be marked directly on the filter, alternative
means, such as a number-identified storage
container, must be established to maintain positive
filter identification.

10.3 Each filter shall be conditioned in the
conditioning environment in accordance with the
requirements specified in section 8.2 of this
appendix.

10.4 Following conditioning, each filter shall be
weighed in accordance with the requirements
specified in section 8.0 of this appendix and the
presampling weight recorded with the filter
identification number.

10.5 A numbered and preweighed filter shall be
installed in the sampler following the instructions
provided in the sampler operation or instruction
manual.

10.6 The sampler shall be checked and prepared
for sample collection in accordance with
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instructions provided in the sampler operation or
instruction manual and with the specific quality
assurance program established for the sampler by
the user.

10.7 The sampler’s timer shall be set to start the
sample collection at the beginning of the desired
sample period and stop the sample collection 24
hours later.

10.8 Information related to the sample collection
(site location or identification number, sample date,
filter identification number, and sampler model and
serial number) shall be recorded and, if appropriate,
entered into the sampler.

10.9 The sampler shall be allowed to collect the
PM 2.5 sample during the set 24-hour time period.

10.10 Within 96 hours of the end of the sample
collection period, the filter, while still contained in
the filter cassette, shall be carefully removed from
the sampler, following the procedure provided in
the sampler operation or instruction manual and the
quality assurance program, and placed in a
protective container. This protective container shall
be made of metal and contain no loose material that
could be transferred to the filter. The protective
container shall hold the filter cassette securely such
that the cover shall not come in contact with the
filter's surfaces. Reference 2 in section 13.0 of this
appendix contains additional information.

10.11 The total sample volume in actual m3 for
the sampling period and the elapsed sample time
shall be obtained from the sampler and recorded
in accordance with the instructions provided in the
sampler operation or instruction manual. All
sampler warning flag indications and other
information required by the local quality assurance
program shall aso be recorded.

10.12 All factors related to the validity or
representativeness of the sample, such as sampler
tampering or malfunctions, unusua meteorological
conditions, construction activity, fires or dust
storms, etc. shall be recorded as required by the
local quality assurance program. The occurrence of
a flag warning during a sample period shall not

necessarily indicate an invalid sample but rather
shall indicate the need for specific review of the
QC data by a quality assurance officer to determine
sample validity.

10.13 After retrieval from the sampler, the
exposed filter containing the PM» 5 sample should
be transported to the filter conditioning
environment as soon as possible idedlly to arrive
at the conditioning environment within 24 hours for
conditioning and subsequent weighing. During the
period between filter retrieval from the sampler and
the start of the conditioning, the filter shall be
maintained as cool as practical and continuously
protected from exposure to temperatures over 25
°C. See section 8.3.6 of this appendix regarding
time limits for completing the post-sampling
weighing. See reference 2 in section 13.0 of this
appendix for additional guidance on transporting
filter samplers to the conditioning and weighing
laboratory.

10.14. The exposed filter containing the PM25
sample shall be re-conditioned in the conditioning
environment in accordance with the requirements
specified in section 8.2 of this appendix.

10.15. The filter shall be reweighed immediately
after conditioning in accordance with the
requirements specified in section 8.0 of this
appendix, and the postsampling weight shall be
recorded with the filter identification number.

10.16 The PM2 5 concentration shall be
calculated as specified in section 12.0 of this
appendix.

11.0 Sampler Maintenance

The sampler shall be maintained as described by
the sampler’s manufacturer in the sampler-specific
operation or instruction manual required under
section 7.4.18 of this appendix and in accordance
with the specific quality assurance program
developed and established by the user based on
applicable supplementary guidance provided in
reference 2 in section 13.0 of this appendix.

12.0 Calculations

12.1 (a) The PM2 s concentration is calculated
as:

PM2s = (W - Wi)/Va

where:

PM 5 = mass concentration of PM s, pg/ms;

Wys, Wi = final and initial weights, respectively,
of the filter used to collect the PM s particle
sample, ug;

Va = total air volume sampled in actual volume
units, as provided by the sampler, m3.

(b) Note: Total sample time must be between
1,380 and 1,500 minutes (23 and 25 hrs) for afully
valid PM3 s sample; however, see also section 3.3
of this appendix.

13.0 References.

1. Quality Assurance Handbook for Air Pollution
Measurement Systems, Volume I, Principles. EPA/
600/R-94/038a, April 1994. Available from CERI,
ORD Publications, U.S. Environmental Protection
Agency, 26 West Martin Luther King Drive,
Cincinnati, Ohio 45268.

2. Copies of secton 2.12 of the Quality
Assurance Handbook for Air Pollution
Measurement Systems, Volume 11, Ambient Air
Specific Methods, EPA/600/R—94/038b, are
available from Department E (MD-77B), U.S. EPA,
Research Triangle Park, NC 27711.

3. Quality Assurance Handbook for Air Pollution
Measurement Systems, Volume IV: Meteorological
Measurements, (Revised Edition) EPA/600/R—94/
038d, March, 1995. Available from CERI, ORD
Publications, U.S. Environmental Protection
Agency, 26 West Martin Luther King Drive,
Cincinnati, Ohio 45268.

4. Military standard specification (mil. spec.)
8625F, Type ll, Class 1 as listed in Department of
Defense Index of Specifications and Standards
(DODISS), available from DODSSP-Customer
Service, Standardization Documents Order Desk,
700 Robbins Avenue, Building 4D, Philadelphia,
PA 1911-5094.

14.0 Figures L-1 through L—30 to Appendix L.
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FIGURE L-1. PM2.5 SAMPLER, ASSEMBLY

AT

ATTACH WATER COLLECTOR HARDWARE /

(FOR EXAMPLE: 1/4" NPT GLASS JAR

BRASS, LONG NIPPLE, 1/4" MNPT X 2" LONG

BRASS, BUSHING, 1/4" FNPT X 3/8" MNPT
BRASS, PLUG, 1/4" MNPT)

DOTTED LINE INDICATES
TOP OF SAMPLER CASE

TOLERANCES

2PLCS
+/- 0.010

3PLCS
+/- 0.005

FRAC.
+- 1/64

ANGLE
+-15

ALL DIMENSIONS ARE INCHES




67

Federal Register / Vol. 62, No. 138 / Friday, July 18, 1997 / Prepublication

.mvu\+
SIHONI 34V SNOISNIWIQ 1TV FTONV _

Yo/l I+
ovad

S00°0 -/+
SOd €

0L0°0 -/+
$91d

SIONVHITIOL

ol
S

~
-
\

STIVL3A WALl Y04
NOILD3S ¥IMO1 ANV ¥3ddN A18W3SSY 33s (1)
‘S3LON

(SSTINIVLS 8-81) MIHOS IAINA ONO1T 91L/€ X ¥ 'ON LH3ISNI
S$30V1d 2 - SLYVd 2 HONOYHL
(A19W3SSY ¥314V) 4330 S61°0 X VIA $0L°0

)
L]

ATEWASSY ‘LAINI NOYOIN-01 "Z-1TdNDIA




Federal Register / Vol. 62, No. 138 / Friday, July 18, 1997 / Prepublication

68

SIHONI FHV SNOISNIWIa TV

S+
IONY

Yo/l -1+
ovay

S00°0 -/+
$oNd €

0L00 -/+
$90d2Z

$30

NVY3T0L

JAISTHAY ILVIMHOHddY ONISN (HO103143A ANIM NOYDIN-0L) ¥ ANV
(dOL “LIINI NOHDIW-01) | SWILI O1 {(LINSVO NOHUDIW-0L) € WALI X144V (1)

_®

‘S3LON

(241 34NOI) "LOIS AYLNT I1ZZON NOUDIW-0L

L13AIY vid 8/

{01-1 34NOI4) ¥O1531430 NIVY NOHDIW-0L

(11-134NDI4) Y3MOT 'L3INI NOHOIN-0L

{6-1 2UNDI) ¥IOVAS NOYOIW-0L

(8-134N9O(4) N33HOS NOYDIW-0L

-le|= |-

(£-1 3¥NOIJ) YOLO3 1330 ANIM NOHDIW-0L

{9-1 34ND1) LINSYD NONDIW-0}

M3IHOS AV3IH ‘O 8/E X 2E-9

{5-1 3HNDI4) dOL 'LIINI NONOIW-0L

o | | o |~ o |

'ALD

NOILdI¥0s3g

Wall

NOLLOES ¥dddN ‘ATINASSY NOIDIN-01 “€-T TINOIA




69

Federal Register / Vol. 62, No. 138 / Friday, July 18, 1997 / Prepublication

SIHONI 3dV SNOISNIWIG 1TV 319NV “Ovud

G+ PorL -1+ G000 -/+
sod¢

SIONVH3TI0L

0L0°0-/+
$0Wd2

1l4 SS3dd

] |

\

* o1

1dN 81-8/€ dVL /
d33a 0'} X 171¥A 'vid 94/6 —

©

3ZIAONY "v310 ‘HSINId

@\ / I
4
|

& :
14 /
/

/

/

/

T

©

©

ONIY-O 8€0-89S SV

ONIY-O 920-89S SV

(811 UNOI) BOLAVAY LIXT NOHOIN-0L

(21-138N914) 3LY1d 139HYL NOYOIN-0L

(91-1 38N9I4) 39NL YIAIZOIY NOYIIW-0L

(b1~ 39NOI5) LYISNI 31ZZON NOHOIN-0L

{(51-133N9I13) 39N ¥ILNO NONDIW-0L

Nfjo|ls|w]|o |~ o

|l |~]-

{€1-71 3¥NDIF) T1ZZON HOLOVAWI NOYOIW-0L

Z
(o]

NOILdI¥OS3a

W3l

NOILLOES ¥dMOT ‘ATIWASSY NOIDIN-01 "+-T dNOI




Federal Register / Vol. 62, No. 138 / Friday, July 18, 1997 / Prepublication

70

S3HONI 3¥V SNOISNIWIG 1V 10NV

Sl -+ Yo/l -1+
ovad

G000 /+
solde

0LO0 -/+
$07d2

S3IONVHII0OL

\//\\ Y0018 €900

0 M/ ~---3903 WO¥4 b/} 110 av3g

L

]

00L0

XY €0°0-

/0 1nogvy
IVORILIWWAS ATTVIAVY
08 vIidoosov

NO d30vds ATIvND3
'SOd v VI 6¥L°0

3ZIGONY ¥v310 (€)
¥1- OL Q3LvIHL LVIH-1SOd ‘WNNINNTY 01-1909 NNdS SI TYINALYIN (2)
37aV1d300V 34V SIONVHYITOL ONINNIAS TVIOHIWWOD (1)

‘S310N

M3IIA JOL

dOL ‘LAINI NOYDIW-0T "$-THINOId




71

Federal Register / Vol. 62, No. 138 / Friday, July 18, 1997 / Prepublication

$21d¢

Gl -/+ PO/l -+ G000 -/+ 0L0°0 -/+
SIHONI 3V SNOISNIWIA 1V I1ONY OV sowde
SAONVHITOL

MOOLS 1£0'0 ==

$3QIS Z VSd NSO 1+-30S MHL 1€0°0 IVIYALYW (1)
‘S31ON

==

== Q0086

]

r—m——— aIge —

LIASVO NOUDIN-01

91 4dNOId




Federal Register / Vol. 62, No. 138 / Friday, July 18, 1997 / Prepublication

72

S+ _ v/l 1+ S00°0 -+ 0L00-/+
SIHONI YV SNOISNIWIA TV A1ONY Ovid SOld € $01d2Z
S3ONVH3TOL
M3IA dOL
L [—00LS €900 318ISSOd SV
0 TIVWS Sv 38 0L
020 °VIQ XV
|
|
—

3ZIAONY ¥v319 (€)
¥1- Ol d31v3dl 1V3IH-1SOd
‘WNNINNTY 011909 NNdS SI VIMALYIN (2)
379v1d300V 34V
SIONVYITOL ONINNIAS TYIOHIWNOD (1)

‘S31ON

FOLOFTIdd ANIM NOUDIN-0T "L-THdNDIA




73

Federal Register / Vol. 62, No. 138 / Friday, July 18, 1997 / Prepublication

Sl -+ o/l -1+ G000 -/+ 0100 -1+
S3HONI 39V SNOISNIWIQ TV FIONY ovis $o1d€ $21d2
S3IONVHIT0L
'v3dVY N3dO

WNWIXYIN 433X O A3d1IN03Y

SV 34NO3S 113318 SSTAINIVLS

‘HSAW ¥ X HSAW 81 ‘NITHIS JHIM
'VIQ 100°0 -/+ LO'0 IVIMILYIN (1)

‘S31ON

€9y

NATIOS NOYDIN-01 "8-THINOIA




Federal Register / Vol. 62, No. 138 / Friday, July 18, 1997 / Prepublication

74

Gl -/+ po/L I+ S00°0 -1+ 0100 -/+

S3HONI 3¥V SNOISNIWIA 1TV J1ONY Ovyd $o1d¢e S01d 2
S3IONVHII0L
LINN ¥3d aINOD3Y ¥ ()
3ZIAONV ¥v319D (€)
(1MYM 2200 X A0 ¥/1)
ONIGNL WNNINNTY St IVIYIALYI (2)
$393d3 dYUVHS TV Mv3ud (1)
‘S310N
| M3IA dOL
fm,: . A MWL,
| i
| v
,,,,, ..“.._/ 1 — Y/l
/
R - SAN3 H1049 s

d33A ¢/1 X 92-ONN 2€-9

YIIVdAS NOUDIN-01 "6~ 1 HINOIA




75

Federal Register / Vol. 62, No. 138 / Friday, July 18, 1997 / Prepublication

Sl -+ 9/ -/+ G000 -1+ 0L0°0 -/+
SIHONI 34V SNOISNINWIQ TV JIONY ovd4 SONdE $01d 2.
SIONVHITOL
$0€ SSTINIVLS SI IVINILYI (2) A0 EYY - oo o
$3903 dYVHS TV Mv3ud (1)
‘S3LION e QI €9E ]

. (L3AIY dOd V1A SZ1'0 ¥

HO0LS L1E00 ————==— HO4 I10H IONVEYITD)

'8 'VIA S.8°€ Y

NO @39VdS ATIVNO3

's0d9 vigeet o

JOLOHTAHA NIVE NOYDIN-0T "01-TdNDIA




Sl -+
S3IHONI 38V SNOISNIWIA 1TV FIONY.

YOIl -/+ G000+ | 0L00-/+
ovis so1d¢ $91d2 3ZIQONY Yv3a10 ()
S3ONVHITOL ¥1- 0l d31v3dl 1v3H-1SOd

Federal Register / Vol. 62, No. 138 / Friday, July 18, 1997 / Prepublication

‘0L1-1909 WNNIWNTY NNdS SI TVIMILYN (€)
$3903 dYVHS 11V Mv3yd (2)
/ SAYVANVLS ONIJWVLS HO ONINNIAS

\\/ TVIOHIWINOD H3d WNIWINIW 110w aN38 (1)

—-— MO0LS €900 ‘S3LON

—3903 WOdd .v/1 170Y dv3d

(13A1Y ‘w13 5210

V d404 3ONVYVYIT1D)
‘0’8 VIASI8E Y

NO @30VdS AT1vNO3
'S$D1d 9 VIA9ELD —-

£9'¢ ) STy

U

"0'8 VI 0059 V
NO d30VdS ATIVNO3
'SOd v ViAo ————

76

AAMOT ‘LATINI NOIDIN-0T “T1-T TINDIL




77

Federal Register / Vol. 62, No. 138 / Friday, July 18, 1997 / Prepublication

S3HONI 34V SNOISNAWIQ 1TV

i+
3IONY.

Yo/l I+ G000 /+
Ovyd S0

0L0°0 -1+
$00d¢

SIONWVHTTOL

A6

069 0z's

AJO0LS €900

3ZIQONV ¥v310 ()
¥1- O1 Q31v3dl LV3H-LSOd
‘0L-1909 WNNIWNTY NNdS SI TVIYILYW (€)
$3903 dYVHS 11V Xv3ya (2)
SAYVANVYLS ONINNIAS TVIOHINWNOD
d3d WNWINIW 39 OL I1avy an3g (1)

‘S310N

080

200°0+

200°0- NN@N [ &’ wM RN | - —

9 Lnogv
IYOIMLIWNAS ATIVIOVY
0’8 'VIQ 0059 V

NO d30vdS ATIVNO3
SONd Y VIAerLo

NOILDES AYLINA 4 TZZON NOYDIN-01 "TI-THANOIA




Federal Register / Vol. 62, No. 138 / Friday, July 18, 1997 / Prepublication

78

0oLo0 -/+

Sl -+ vo/L -+ S00°0 -/+
S$O1dZT

S3IHONI 3V SNOISNIWIG 1Y ITONY ovyd SO E

S3ONVHII0L

Qv3yHL 114 3S001
€0XVe-NN9L-8/ST —

ONIY-O /
9€0-895SV YO

mmo.oli s ,
v

e _ »M.\.‘.\.Mﬁ\i\\ ,_?
bl i
W | | W

| |
| |  L3LON | |
; | 33s | | v
T ]
06€'T
0052 wo0- Gy . Mools
029C iqs)z
i
N o
_ \. | |
| 47 \. : i
| i | ,
L \ 4t by |
| | \\\\ | m
—— . \\\\ I
\\ : 7 “ U \N&\ . €
oS X '4HO €00~ ! 050 _TMT |
7 ‘ S0
(g —

3ZIQ0NV Hv310 ()

91-1909 WNNINNTY SI TYIYILYI (€)

$3903 dYVHS TV Mv3yd (2)

(711 39NDI4) LYISNI I1ZZON NOHOIW-01 HLIM LId SS34d (1)

‘S3LON

M3IINdOL

—— ¥

JTZZON JOLOVINI NOIDIN-01 "€1-THINDIL




79

S+ vo/L -1+ G00°0 -/+ 0100 -/+
SIHONI 3V SNOISNIWIG 1TV JIONY "OvHd SO1d € $O1d T
S3ONVHIT0L

Federal Register / Vol. 62, No. 138 / Friday, July 18, 1997 / Prepublication

€94# HSINIA (9)

3ZIQONY ¥v310 ()

91-1909 WNNIWNTY SI TVI¥3LYIN (€)

$3903 dYVHS TV Mv3yd (2)

(€1-134ND14) 31ZZON HOLOVdWI NOYDIN-0L OLNI L1d SS34d (1)

‘S410N

FT1ZZON HOLOVdWI OLNI 114 SS3dd 111‘4

T ‘H‘Huwﬁ T - g,_
. 6290 1000 FZIS0 o
5880 , 2000 620
| | 1 |
é T 7 Liiiizzzzzzzz7z .28 ~ e \w}\,ﬁ’
— 0860
000’
ATNO 3AISNI
™ N — — - 'QvY §£0°0
e Gy

LHASNI HTZZON NOIDIN-01 v 1-THINODIA




Federal Register / Vol. 62, No. 138 / Friday, July 18, 1997 / Prepublication

80

S3IHONI 3YY SNOISNIWIG TV

S -1+ Yo/t <1+ S00°0 -/+
319NV ovaid so1d ¢

0LO0 -/+

S04

SIONVHITOL

(A18W3SSY ¥3LdV) LdN 8/ ——

11438007 - 'AHL '91020°0 -/+ S0 X NN 91-929'C —~

0€LC

Y oz

§29¢C (A4 08y'e

Y sz

ov'e o

0SL0

r— LNJOY3ANN

/
/

/\

|~ 3HO 5% X 0200

§.€¢

e ——— o [*8 4

e 0200+ STS

¢

€9# HSINIA (¥

‘a’18€CTX A0 SLTONIANL (€

V
v
mN_QOZ<~_<m_._o€
$390a3 dYVHS 1TV Mv3ug (1)

‘S31ON

J4NL JALAO NOIDIN-01 “ST-THINDIA




81

Federal Register / Vol. 62, No. 138 / Friday, July 18, 1997 / Prepublication

Sl -+ Yo/l -1+ G000+ | 0L00-/+
SIHONI UV SNOISNIWIQ 1TV I1ONY ‘Ovys3 $0d € $01d ¢
SIONVHITOL
LINN ¥3d Q.03 € (9)
£9# HSINIA ()
3ZIGONY ¥V 1D (P)
91-1909 WNNIWNTY S TVIYN3LYIN (€)
$3903 dYVHS 1TV Mv3ya (2)
(2171 34N914) 3LV1d 139UVL NOYDIN-0L OLNI SS3¥d O1 'a'0 'VIa 2950 (1)
'S31ON
—————— QL) ——————— —e—
M3IA dOL
—
2960
i T
11111 I s i !
I ALON
33s ——
‘avd 1Ind
J9dNL JTAIFDTI NOUOIN-0I "91-TANDIA




Federal Register / Vol. 62, No. 138 / Friday, July 18, 1997 / Prepublication

82

S3HONI 38V SNOISNIWIQ 1Y

S+ PO/l -+ §00°0 -+ 0L00 -/+
ERRINE ovaid $0d¢ $91d2
S3ONVHIT0L

ATGNISSY U314V LdN 81-8/€ V1L
r——d3300°L X T1™A vIa 9L/6

R ——

‘vig osve

€9# HSINIA (¥)
JZIQONY Hv3 1O (€)
91-1909 WNNINNTY SI TVINALYI (2)

$3903 dHVHS 1TV Mv3yd (1)
"0’ 'VIA 69'L ¥ NO 30VdS ATIvNO3

‘S31ON ('$01d £) d33Q 62€°0 X 3H08.D 'VIQ 2950
‘NYHL 'VIa §2€°0

VIQO090OLMNISO
'dd€90X VIQ8yo -~

— ]

ALV Id LADAVL NOUDIN-0T “L1-TTINDIA




83

Federal Register / Vol. 62, No. 138 / Friday, July 18, 1997 / Prepublication

SL/+ Yo/l -/+ S00°0 /+ 0L0°0 /+
S3IHONI 3V SNOISNIWIA 1Y I1ONY ovas SO1d € $01d2Z
S3ONVHITIOL
0¢ =
e 8/5¢ - =

‘4HO &¥ X900

ONII-O

920-89GSVY 404 8600 — =

e

(U3

ONIY-O
920-895SY HOd 8600

M1S ‘a4 'q0sLT (V)

3ZIQONV ¥vIT10 (€)

911909 WNNIWNTY SI TVIITLYIN (2)
$3903 ddVHS TV Mv3dd (1)

‘S3LON

M3INJOL

YOLdVAV LIXH NOIDIN-0T "81-TANOIA




Federal Register / Vol. 62, No. 138 / Friday, July 18, 1997 / Prepublication

St -/+ o/l -1+ S00°0 -/+ 0L0°0 -/+
S3HONI 3dV SNOISNIWIG 1TV JTIONY Ovdd SOd € $0dZ
S3IONVYIIOL
00¢l
- [(wnwiuw) gy} ——
005°L

\\\\

ONIS-O

920-89G-SV 04 8600 — |

e GZL'L 4
SLE0

|
7
,
|
|

ONIY-O
~— 920-895-SV 404 8600

Y30 TIV HSINI4 SWA +9 (9)

d3Q713m $3931d OML WOYH IAVIN 39 AVIN LYVd (S)
IVNOILJO 3V SNOISNIWIQ a3xo4 (v)

/\1 ‘dAl "4HO ¥0°0

JZIGONY ¥v310 (¢)
WNNINNTY SIIVIY3LYIN (2)
$3903 dYVHS TV Mv3dd (1)

‘S31ON

—

HENL NAOA NOYIDIN-01 "61-THdNDIA




85

Federal Register / Vol. 62, No. 138 / Friday, July 18, 1997 / Prepublication

S3HONI 3dV SNOISNIWIQ 1TV

Sl -+ volL -1+ G00°0 -/+ 0L00 -/+
319NV Ovad solde soWdz
S3ONVHITOL

'Vd3 30 LINIWIASHOANI NV ILNLILSNOD LON S300 IWVYN SIHL 40 3Sn

0" SYIWOLSYTI MOG INOdNA 40 MHVWIAVHL V SIgNOLIA

“
a o
N ] L, ~ I p— ,
& T &)
A —
, T
Ol o ‘Y
N f AN
/[ ®
!
> W 1 (gNOLIA) 0£0-895SY :ONIH-O 6
- ! ¥3LNd 8
4\ iy 110 NOILOVJWI L
- 7 z (gNOLIN 9€0-895SV ‘ONIY-O 9
| z 920-89GSV ‘ONIY-O S
! (+Z2-134ND14) HIMOT 'ONISNOH HOLOV I NOHOING'Z v
! (£2-134N914) YIMOT ' T13M HOLOVINI NOHDINS'Z ¢
! (22-1 34N914) ¥3ddN 'T13M HOLOVAINI NOUDING'Z z
} (12-1 3UNO1) YIddN ‘ONISNOH HOLOVIIWI NOHOING'Z I
"ALD NOILdI4OS3a Wall
ATANASSY JOLOVINI NOYDIN-S'T "0Z- T TANDIA




Federal Register / Vol. 62, No. 138 / Friday, July 18, 1997 / Prepublication

Sl -/+ Yo/l -/+ G00°0 -/+ 0L0°0 -/+
S3HONI 3dY SNOISNIWIQ 1Y FIONY Ovdd S01d € SO Z
SIONVHITOL
NMOHS SV 39 1SN SIOV4ANS HOIYILNI 1TV
‘114 SSTYd YO SAVIYHL MIHIS ONISN AIHOVLLY
ANV AT3LVHVdAS AINIHOVW 39 AVIA 31ZZON ¥3LN3D (9)
91-1909 WNNINNTY SI TVIYILYW (S)
TVNOILJO 31V SNOISN3WIQ aaxoa (¥)
AN3 ¥3HLI3 WOXd 0D OL LON Nid 9510
‘HONOYHL AT13LI1dNOD 0D OL Nid 25170 (€)
HIAO TV HSINIJ SWY 2¢ (2)
3ZIGONV ¥v310 (1)
dHOGL00~ | gp e ‘S310N
= e 080 Sl
, "4HO 6£0°0 /\
$8°0-—
— 4
- TT\ ¥2'0 — ‘#
N“ ,I I 1 II@' 7
H NN N & ; 0¢0 F |.- N m..
g 88 8 w L9 AR
a , ! '4HO G100 —] 88
i
““““ 93ION W %
2000~ . 33Ss \ - ﬂ
Noco+?m— 0
€ 310N ‘dAL U8/} - _
EEN : "4HD 0£0°0
| |
\ - . dAL 5v] |
VIgOEF—— g2-NN 0Z-¥/€ T |
- ONIY-O 9£0-895SY HOS W
GG0°0 oy =

86

YdddN ‘ONISNOH YOLOVINI NOYDIN-S'T "17-TAINDI




87

Federal Register / Vol. 62, No. 138 / Friday, July 18, 1997 / Prepublication

S3IHONI 3V SNOISNIWIQ 1Y

Sl -/ Yo/l -1+ G000 -/+ 0L0°0 -/+
JIONY Oy $0d ¢ $01d2z
SIONVHTTOL

91-1909 WNNINNTY S| TVIYILYN (€)

"IAO TV HSINIH SWY Z€ (2)
JZIGONY ¥v31D HSINIH (1)

‘S31ON

Lgo™+

o gy, oo CO 05')

)

SL'L o601

6€0°0 —=— 1
ONIY-O 0£0-895SV HOH ||

0800 |

2%

\“\\\\\\\

;

|
]
7

\

AN

N\

00c0

18°1

NOILOAS ¥dddN “TTdM JOLOVINI NOIDIN-ST "7Z-134NDId




Federal Register / Vol. 62, No. 138 / Friday, July 18, 1997 / Prepublication

88

S3HONI 34V SNOISNIWIg 1TV

St -1+ vorIL -/+ G000 -/+ 0100 -/+

31ONV ‘ovHd SO1d € $91d2

STONVHITOL

91-1909 WNNIWNTY SI TYIYALYI (€)
Y3INO TIV HSINI SWY 2¢€ (2)
JZIQONY ¥v310 (1)

‘S310N

‘dAL 2€/L

NOILDAS ddMOT “TTdM JOLOVINI NOYDIN-ST °

€ T3INDIT




89

Federal Register / Vol. 62, No. 138 / Friday, July 18, 1997 / Prepublication

SIHONI 38V SNOISNIWIA 1TV

Sl /+
N

o/l -1+ S00°0 -/+
Ovyd SO €

01070 -/+
s91d2

S3IONVYHITOL

NMOHS SV 39 LSNIN SNOISNIWIQ ANV S3OV4dNS
TYNY3LNI ‘303Id INO SV AINIHOVIN 39 AVIN
(92-1 34N9OI4) JOL “YIATOH YILTA ANV LHVd SIHL ()

TVYNOILJO 34V SNOISNIWIQ a3x0sg (€)

91-1909 WNNINNTY SI TVIYILYIN (1)

8/LT
JZIQONY ¥v319 (2)
———fas] -
‘S31ON - ?\m 7
_ 2Ll
——[8rg T., |
S IS/ -
Jﬁ % "4HD 20°0
| w\mL -] 8/f L=
M _ —
| —
| b 1
| :
N . 7u N - N - L
. 14 w N a =
*m e & 8~ aHovool | £z & a
M e
| |
|
- i N
| o ONIN-O
7 % , == [~ 920-895SV ¥O4 8600
S —— i ONIY-O
// —e{ =—0Z0-895SY ¥O4 8600

m:.oi

ONIY-O 9€0-895SV HO4

G500 ——=—

/ VZ-NN 0Z-V/E 2|

AIMOT “DNISNOH YOLIVAI NOIDIN-$'C "+2-1TINDIA




S+ vo/l -1+ G00°0 -/+ 0L0°0 -/+
S3IHONI 3JV SNOISNIWIQ TV F1ONY “Ovdd $97d € $0d 2
S3ONVHITOL

Federal Register / Vol. 62, No. 138 / Friday, July 18, 1997 / Prepublication

90

[ §€1-895SV ONIY-O S

I 31114 ANV (82-1 3WNDI() NIFYOS ¥3L1IS 4

3 (62-134N9I4) ¥IMOT ‘ILLIASSYO ¥3LTI4 €

3 (£2-1 34N9I4) ¥3ddN ‘ILLISSYO ¥3LTIS z

b (92-134N91d) dOL "¥3AI0H ¥3LTI4 b
"ALD NOILdI¥OS3a W3l

ATAWASSY “YAATOH Y4.LT1d "ST-TTINDOIA




91

Federal Register / Vol. 62, No. 138 / Friday, July 18, 1997 / Prepublication

.mr.\+ vo:.? moo.o.?
SIHONI 38V SNOISNIWIQ TV TIONY Owdd $01d €

0L00 -/+
SOz

S3ONVHII0L

NMOHS SY 38 LSNIN SNOISNINIA
ANV S3OVIHNS TYNYILNI ‘303Id INO SV A3INIHOVIN 38 AVIN

($2-1 24NDI4) YIMOT "ONISNOH HOLIVAWI NONOIN-G'Z ANV L¥Vd SIHL (S)
TYNOILJO 34V SNOISNIWIA a3xos (¥)

H3A0 TV HSINI SWY 2€ (€)
3ZIAONY ¥v310 (2)
WNNINNTY SEIVIIILYIN (1)

‘S3LON

HLONIT NIN G€°0 VZ-NN 02-8/€

etttz

i o
| 7

!

0es’L

'4HO ¥0'0—

ONIY-O G€1-89GSY HO4

|
00— -

dOL YAATOH YALTId "9Z-T TANDIA




Federal Register / Vol. 62, No. 138 / Friday, July 18, 1997 / Prepublication

92

Sl -1+ Yo/l -1+ G000 -/+ 0L0°0 -/+
SIHONI UV SNOISNIWIA TV TIONY OVl SO1d € $01d 2
S3IONVH3I0L

Vd3 40 INFWISYOANI NV ILNLILSNOD LON S300 IWVN SIHL 40 38N

'SYIWATOL ONIYIINIONI LNOJNA JO HHUVINIAVYYL ¥ SI NIYT13a

G130 ALIHM SITVIISLYIN )

'S3LON
2000 0 .
g000+¢+€0 =
i
HSINId SWY 2¢ ——— i
S— X0
i
i
GLLz 1000~ 168"} 0€s'}
2000+

1

&

'SO1d € 'dHO G100 —-

NOILLOAS ddddN ‘ALLASSVO AL TId “LT-T1TINDIA




93

Federal Register / Vol. 62, No. 138 / Friday, July 18, 1997 / Prepublication

Gl -1+ P9/L -+ €000 -/+ 0100 -/+
SIHONI 34V SNOISNIWIA 1TV T1ONY v sode S0z
S3ONVH3IT10L

0000 -
2000+

‘dAl VIQ ¥000 ———

NY3Lllvd 370H

OO0 wme

‘dAl ¥00°0

OO0 1

NMOHS Ny311lvd 310H

NI Q31vd04d3d SI Y3YY 'vId 0£§'} (2)

S8

2000~

2000+

(@¥vH 47vH ¥0 1IN
NIVLS $0€ HO 20€ St VINILYN (1)

‘S310N

€000

NHHYDS YALTId "8T-THINDIA




SIHONI 3HV SNOISNIWIQ 1TV

SGh -+
1NV

Y9/L -/+
oV

G000 -/+
S9N €

0L0°0 -/+
s9Wd2

'Vd3 40 LINIWISHOANT NV ILNLILSNOD LON S30Q IWVYN SIHL 40 3sN

S3IONVHITIOL

"'SYIWATOC ONIMIINIONT LNOdNA H0 MEVYNIAQVHL V SI NI¥13A

Federal Register / Vol. 62, No. 138 / Friday, July 18, 1997 / Prepublication

'S01d ¢ '4HD S10°0

GNIE130 3LIHM S1 TVIHELVYIN (1)

'$310N
~ i T. 0040
o¢ o -
o 7 e
HSINIS SW Z€ e
|
2000~ gpg| osgt  900¢ g
0000 +

94

NOILOAS ¥AMOT ALLASSVD AL TId "6Z-TTANDIA




95

Federal Register / Vol. 62, No. 138 / Friday, July 18, 1997 / Prepublication

GL -+ v/t -/+ G000 -/+ 0L00 -/+
S3HONI 34V SNOISNIWIQ 1V JIONY ovad $01Wd € $01d T
SIONVYHITOL
z
9.4-1909 WNNIWNTY SI TVINILYIN (1 = U =
'SILON
) I——
| — "4HD 20'0
i 8/C |—==-
|
SAVIYHL 3did TV /L NV auve - - 9
3SOH .8/€ ¥ HLIM LNITVAIND3I S
O Y009 3SOH HIV SSvig —— , L o | *
I I I 1 ] I
— S P

EEEEEEE o P \ & o -
i . i : _, [)] m'..
- , " 4HO P00 1= o g
—o-===mza [ i [ .+ w V

| [ | 1 88 ‘
- T |
T ,L‘_.-:LF %

/ ,
\ ONIY-O ONIY-O
/ 9208958V 404 860°0 - 920-896SY YOS 8600
LdN /b —

Y4LdVAY INHNTINSVAN 41VI MOTd "0¢-TTdNDIT




